Double first

In a first for both the UK education sector and the developer client, Nudura’s “high end” insulated form technology (ICF) system is being trialled on a school project in London, with its fast-track benefits already realised. Building Products reports.

Public sector building in the UK has been slow to embrace insulated concrete form (ICF) technology, despite its very persuasive benefits. As with all generic systems however, ICF products span the good, bad and the indifferent in terms of quality. Education of the market and the resultant product differentiation doesn’t happen overnight.

While system suppliers developed more advanced ICF solutions, the construction industry sought to respond to the challenge of delivering best value in terms of speed of construction and quality of built environment in the public sector. Property services provider Apollo Education has recently seen the advantages offered by Canadian “high-end” ICF system Nudura, against these goals, despite its relative newness in UK buildings.

Pupils and staff at Woodside High School in London’s Wood Green will be the first in the UK to learn in an ICF-built environment, which is also being trialled by Apollo for the first time on the project. Benefits of ICF already demonstrated on the scheme include its reduced risk of lost time through bad weather, as well as its claimed “infinite” design flexibility, light weight, and significant contribution to energy efficiency and air quality.

The £24.9m contract for the school’s Inclusive Learning Campus saw the first of three buildings completed in 2010. A new two-storey teaching block and special needs unit is currently under construction using ICF as part of the scheme to amalgamate two special schools with the existing mainstream school. The scheme is allowing comparison to be made between the two new ICF buildings with the completed teaching block, built traditionally using a concrete frame, columns, blockwork and windposts. The school is on target to open the new buildings in September 2011.

Familiar with working in occupied school environments, Apollo sought to keep the construction programme as short as possible. Consultation with director of structural engineers Clark Smith Partnership (CSP) Terry Smith brought about a quantum leap that would cut weeks off the programme. CSP’s Professor Narayanan had experience of the Nudura system as result of a meeting with the Canadian manufacturer’s UK European representative, Jean-Marc Bouvier on solving issues in relation to Euro Code 2 for Concrete Structures.

It was suggested that the Nudura ICF system could not only make significant time savings on the programme but also offer design flexibility over modular pre-cast concrete options. Due to this flexibility, Apollo would be able to accommodate a design which replicated the architectural features of Woodside’s existing buildings.

Structural benefits

Clark Smith’s Terry Smith found Nudura to be robust as well as highly adaptable: “It has been well thought-through. The product fits together very well using the special corner pieces, and the propping system with integral working platform leads to simplicity and efficiency.”

He says the project’s design required good vertical loadbearing capacity and good lateral (wind) resistance. The system had to achieve robust construction to meet disproportionate collapse requirements stipulated by Building Regulations. Also key to success was durability and the ability to accommodate large openings.

Top: two school buildings are under construction using ICF on the Wood Green site

Below: The polystyrene forms which lock together to build the walls are made using a non ozone-depleting process
“The Nudura system is marginally higher cost than timber frame, but savings can be made on heating and ventilation systems”

The school’s superstructure has a 150 mm thick external wall construction using C32/40 concrete with in-situ concrete floors at 3.6 m floor to floor. The Nudura system requires horizontal bars to be spaced at 457 mm, placed alternately on either side of the centreline of the wall. Vertical bars are located centrally in the wall itself to comply with Requirement A3 along with horizontal ties at every floor and wall junctions.

Good quality ICF systems are both simple to install and built to last. Construction of the ICF began in October 2010, and the second Nudura structure was completed in late March. The time saving over brick and block construction was some six weeks per building. The curved sections of the buildings were cut on site but could have been custom-made and delivered pre-formed direct from the manufacturer.

Substantial time savings were made as just over 11.7 kg CO₂/m²/yr. The Richardsville figure has been calculated to be 11.7 kg CO₂/m²/yr.

The double foam-insulated concrete core is designed to be a very effective sound barrier and to dampen sound vibrations. The combination of EPS foam with reinforced concrete creates a structure that is, says Nudura, extremely energy efficient, airtight and moisture resistant. According to the manufacturer, the walls created do not require a ‘zero carbon’ home, according to the firm, at 3 m³/h.m². The wall construction is aimed at providing a U-value of 0.23 W/m²K.

The Nudura system is typically marginally higher than timber frame in terms of build cost, but because savings can be made on heating and ventilation systems, and pipework can simply be chased into the wall with a knife, construction actually becomes cheaper.

Apollo is constructing the Woodside Inclusive Learning campus with sustainability firmly in mind and the Nudura system can contribute significantly towards achieving greater overall building energy efficiency through good thermal insulation and air permeability. Typically air permeability achieved is better than that required of a ‘zero carbon’ home, according to the firm, at 3 m³/h.m². The wall construction is aimed at providing a U-value of 0.23 W/m²K.

The school’s superstructure has a 150 mm thick external wall construction using C32/40 concrete with in-situ concrete floors at 3.6 m floor to floor. The Nudura system requires horizontal bars to be spaced at 457 mm, placed alternately on either side of the centreline of the wall. Vertical bars are located centrally in the wall itself to comply with Requirement A3 along with horizontal ties at every floor and wall junctions.

Good quality ICF systems are both simple to install and built to last. Construction of the ICF began in October 2010, and the second Nudura structure was completed in late March. The time saving over brick and block construction was some six weeks per building. The curved sections of the buildings were cut on site but could have been custom-made and delivered pre-formed direct from the manufacturer.

Substantial time savings were made as just over 11.7 kg CO₂/m²/yr. The Richardsville figure has been calculated to be 11.7 kg CO₂/m²/yr.

The double foam-insulated concrete core is designed to be a very effective sound barrier and to dampen sound vibrations. The combination of EPS foam with reinforced concrete creates a structure that is, says Nudura, extremely energy efficient, airtight and moisture resistant. According to the manufacturer, the walls created do not require a ‘zero carbon’ home, according to the firm, at 3 m³/h.m². The wall construction is aimed at providing a U-value of 0.23 W/m²K.

The Nudura system is typically marginally higher than timber frame in terms of build cost, but because savings can be made on heating and ventilation systems, and pipework can simply be chased into the wall with a knife, construction actually becomes cheaper.

Apollo is constructing the Woodside Inclusive Learning campus with sustainability firmly in mind and the Nudura system can contribute significantly towards achieving greater overall building energy efficiency through good thermal insulation and air permeability. Typically air permeability achieved is better than that required of a ‘zero carbon’ home, according to the firm, at 3 m³/h.m². The wall construction is aimed at providing a U-value of 0.23 W/m²K.

The Nudura system is typically marginally higher than timber frame in terms of build cost, but because savings can be made on heating and ventilation systems, and pipework can simply be chased into the wall with a knife, construction actually becomes cheaper.

Apollo is constructing the Woodside Inclusive Learning campus with sustainability firmly in mind and the Nudura system can contribute significantly towards achieving greater overall building energy efficiency through good thermal insulation and air permeability. Typically air permeability achieved is better than that required of a ‘zero carbon’ home, according to the firm, at 3 m³/h.m². The wall construction is aimed at providing a U-value of 0.23 W/m²K.

The Nudura system is typically marginally higher than timber frame in terms of build cost, but because savings can be made on heating and ventilation systems, and pipework can simply be chased into the wall with a knife, construction actually becomes cheaper.